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In the Claims: 

Please cancel claims 1, 3 and 25 without prejudice. Applicants reserve the right to pursue 
these claims in a related application. Please amend the claims as follows: 

1. (Cancelled) 

2. (Currently amended) [The method of claim 1 including:] A method of segmenting a 
media signal for parallel watermarking operations^ the method comprising: 

sub-dividing the media signal into segments, includin g analyzing [a] the media signal to 
prioritize thesegments of the media signal for digital watermark operations on the segments^ 
distributing the prioritized segments to parallel processors: and 
performing parallel digital watermark operations o n the segments in the parallel 
processors . 

3. (Cancelled) 

4. (Currently amended) [ Tho mothod o f c laim 3 ] A method of segmenting a media 
signal for parallel watermarking operations, the method compris ing: 

sub-dividing the media signal into segmen ts: 
distributing the segments to parallel processors; an d 

performing parallel digital watermark operations on the segments in the parallel 
processors; including analyzing the m e dia signal to prioritize the segments of the media signal 
for digital watermark operations on the segments wherein the media signal se^m^nt* *tp 
priori ti2e d_for_ digital watermark embedding operations and wherein the media signal segments 
are prioritized such that segments that are more likely to carry a readable watermark signal are 
given higher priority for the embedding operations. 

5. (Withdrawn) The method of claim 2 wherein the media signal segments are 
segmented and prioritized by color. 



-4- 



PAGE 6/19 * RCVO AT 5/2312005 1 0:34:42 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-1/0 * DNIS:8729306 * CSID:+50346M777 1 DURATION (mm-ss):05-68 



MAY-23-2QQ5 19:42 



FROM-DIGIMARC 



+5034694777 



T-5Q9 P. 007/019 F-318 



JKMrdka 05/23/05 HOW PATENT 

6. (Withdrawn) The method of claim 2 wherein die media signal segments are 
prioritized for watermark embedding based on analysis of the media signal that indicates the 
printing distortion expected for the segments. 

7. (Withdrawn) The method ofclaim 2 wherein the media signal segments are 
prioritized for watermark embedding based on likelihood of watermark survival through 
rendering, compression or transmission distortion. 

8. (Withdrawn) The method ofclaim 7 wherein the watermark embedding is limited to a 
predetermined resource constraint limiting amount of watermark embedding before transmission, 
rendering or broadcast of the watermarked media signal generated by the watermark embedding, 

9. (Withdrawn) The method of claim 1 wherein die media signal is segmented spatially 
into contiguous blocks for parallel watermark operations, 

10. (Withdrawn) The method of claim 1 wherein the media sign al is segmented into 
plural different resolution signal segments, and parallel watermark operations are performed on 
the plural different segments. 

11. (Withdrawn) The method of claim 1 wherein the media signal is segmented based 
on processing bandwidth available for the watermark operations. 

12. (Withdrawn) The method ofclaim 1 wherein the media signal is segmented and 
prioritized for watermark operations based on a mask used to control the watermark operations. 

13. (Withdrawn) The method of claim 12 wherein the media signal comprises an image 
and the segments are prioritized for watermark embedding or decoding based on a color 
component mask. 
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14. (Currently amended) A method of segmenting a media signal for parallel 
wateimarking operations, the method comprising : 

sub-dividing the media signal into segments ; 
distributing the segments to parallel processors: and 

performing parallel digital watermark operations on the segments in the p arallel 
processors [¥ ho mothod - of - e t aim 1 ] wherein the media signal is segmented into blocks based on 
a memory parameter of processing hardware. 

15. (Original) The method of claim 14 wherein the memory parameter comprises a unit 
of memory used to swap data into system memory in a virtual memory system. 

1 6. (Original) The method of claim 14 wherein the memory parameter comprises a 
memory alignment boundary. 

17. (Currently amended) A method of segment i ng a media signal for parallel 
watermarking operations, the method comprising: 

sub-dividing the media signal into segmen ts^ 
distributing the segments to parallel processors; and 

performing parallel digital waterma r k operations on the s eg ments in the parallel 
processors [ Tho method of claim 1 ] wherein the media signal is segmented and prioritized based 
on bit [pJaae] planes to reduce the number of bit planes of the media signal subjected to 
watermarking operations. 

18. (Currently amended) A method of segmenting a media signal for parallel 
watermarking operations^ the method comprising: 

sub-dividing the media signal in to s egmenis: 
distributing the segments to parallel processors: and 

performing parallel digital watermark operations on the segments in the parallel 
processors pFhe method of claim 1 ] wherein the media signal is segmented and prioritized for 
parallel watermark decoding operations based on probability of watermark detection. 
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19. (Currently amended) The method of claim [4| 18 wherein the parallel processors 
comprise threads of execution on one or more hardware processing units. 

20. (Currently amended) A method of segmenting a media signal for parallel 
watermarking operations, the method comprising: 

sub-dividing the media sig nal into sef*mftnis; 
distributing the segments to parallel processors; and 

performing parallel. digital watermark operations o n the segments in the parallel 
processors [ The m e thod of oloim 1] wherein the watermark operations are performed by two or 
more watermark operation modules that perform a different watermark function, and the 
watermark operation modules operate in paralle l such that a watermarking task for the media 
signal is distributed over the watermark ope ration modules performing different watermark 
functions on the media signal in parallel . 

21. (Original) The method of claim 20 wherein the watermark operation modules 
comprise a watermark generator, a perceptual analyzer and a watermark applicator. 

22. (Currently amended) A computer readable medium on which is stored instructions 
for performing the method of claim 20 . 

23. (Currently amended) A distributed digital watermark embedder comprising: 
a watermark signal generator for generating a watermark from a message; 

a perceptual analyzer for perceptually analyzing a media signal and generating perceptual 
control parameters used to control application of the watermark to the media signal; and 

a watermark applicator for receiving the media signal, the watermark and the perceptual 
control parameters, and for applying the watermark to the media signal according to the 
perceptual control parameters; wherein the watermark signal generator, the perceptual analyzer 
and the watermark applicator operate on distributed processors; wherein variable watermarks are 
embedded in copies of a media sign al by executing the p erceptual a nalyzer on the media signal 
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once to ge nerate a perceptual mask thai is refused by the watermark applicator to anolv different 
watermarks from the watermark signal generator to the copies . 

24. (Original) The embedder of claim 23 wherein the distributed processors comprises 
independent threads of execution. 

25. Cancelled 

26. (Original) The embedder of claim 23 including a media signal segmentation 
processor for sub-dividing a media signal into segments for parallel processing in the embedder. 

27. (Original) The embedder of claim 26 wherein the embedder includes plural 
perceptual analyzers, which operate in parallel on segments of the media signal. 

28. (Original) The embedder of claim 26 wherein the embedder includes plural 
watermark signal applicators, which operate in parallel on segments of the media signal. 

29. (Original) A system for parallel watermark embedding comprising: 

a media signal pre-processor operable to receive a media signal and divide the media 
signal into segments for parallel watermark embedding operations; and 

a server for distributing the segments to parallel processors for parallel watermark 
embedding operations. 

30- (Original) The system of claim 29 wherein the segments are prioritized for 
embedding operations. 

31. (Original) The system of claim 30 wherein the segments are prioritized for 
embedding operations based on readabi lity of a watermark , 
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32. (Original) The system of claim 30 wherein the segments are prioritized for 
embedding operations based on hardware resource constraints. 

33. (Original) The system of claim 32 including a load balancer for distributing 
segments to the parallel processors based on priority. 

34. (Original) A batch digital watermark registration and embedding system comprising: 
a network interface for receiving ID registration requests, the requests including a list of 

media signal files and information to be linked with the media signal files via data embedded in 
the media signal files; 

a batch registration loader for creating records in a registration database corresponding to 
identifiers for each of the media signal files; 

a batch registration extractor for reading the registration database and creating an 
embedder control file, including identifiers, a corresponding list of media signal files, and 
embedding instructions for controlling embedding of the identifiers in the media signal files; and 
a parallel digital watermark embedder for segmenting media signal files into segments and for 
distributing the segments to parallel processors for performing parallel digital watermark 
embedding operations on the segments to hide the identifiers in the media signal files. 
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